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Automatic waistband attaching unit for jeans, casual trousers and denim jackets. Machine entirely
manufactured in Itall and equipped with Vi.Be.Mac. sewing head. Remarkable simplicity of design,
improvement in speed, electronic control of fabric transport, extremely easy solutions and many other
features, make the V300 a perfect unit which can meet every kind of fashion requirement coming from
the trousers and jeans producers.
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Power Requirement: 220 V Single-Phase 50/60 Hz

TECHNICAL FEATURES:

New glier for a Erfect gut. New motor, which is able to gchieve greater efficiency, rgducigg consumption.

New electronics, with a more in an !
New valves to improve performances.

entirely developed by Vi.Be.Mac.

The sewing head of the automatic unit V300 is available with the following technical features:

dle chain stiteh;
>> 2 needle lockstiteh;

>> The unit can be supplied for both types of sewing; the two types of stitches can be mixed as desired in the

machine model FLX (patented system unique worldwide).

SPECIFICATIONS:

Max Sewing Speed: Chain stitch setting 4.200 rpm / Lockstitch setting 3.200 rpm

Stitching Length: from 0,9 to 8 mm -

Standard Needle Gauge: FLX 3/4"- 17 - 1"1/4-1"1/2 - 1"3/4 - 2" - ("1/4 only chainstitch)

CS 3/4”-1"-1"1/4-1"1/2-1"3/4-2"-"1/4
L81"-1"1/4-1"1/2-173/4- 2"

Optional Needle Gauge: 7/8" - 1"1/8-1"3/8-1"6/8 - 1"7/8
173/8 with 1/8” left side & 1/4” right side
1"1/2 with 1/8" left side & 1/4" right side
2" with 1/8" left side & 1/4” right side

Choose your sft,(e.' ok

Sewing Head: Vi.Be.Mac. L
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SPECIAL FOR CURVE DOUBLE MIX WAISTBAND



